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SELECTIVE BEARER ESTABLISHMENT IN
E-UTRAN/EPS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This Application is a continuation of U.S. patent applica-
tion Ser. No. 12/415,252, filed Mar. 31, 2009, entitled
“SELECTIVE BEARER ESTABLISHMENT IN E-UT-
RAN/EPS.” which claimed priority from U.S. Provisional
Patent Application Ser. No. 61/042,676, filed Apr. 4, 2008,
entitled “HANDLING OF REJECTION OF EPS BEARER
SETUP IN E-UTRAN/EPS,”the entireties of both applica-
tions being incorporated in their entirety herein by this refer-
ence.

BACKGROUND

1. Field

The present disclosure relates generally to wireless com-
munications and more specifically to radio bearer establish-
ment.

II. Background

Wireless communication systems are widely deployed to
provide various types of communication content such as,
for example, voice, data, and so on. Typical wireless commu-
nication systems may be multiple-access systems capable
of supporting communication with multiple users by
sharing available system resources (e.g., bandwidth, transmit
power, . . . ). Examples of such multiple-access systems may
include code division multiple access (CDMA) systems, time
division multiple access (TDMA) systems, frequency divi-
sion multiple access (FDMA) systems, orthogonal frequency
division multiple access (OFDMA) systems, and the like.
Additionally, the systems can conform to specifications such
as third generation partnership project (3GPP), 3GPP long
term evolution (LTE), ultra mobile broadband (UMB), and/or
multi-carrier wireless specifications such as evolution data
optimized (EV-DO), one or more revisions thereof, etc.,
which can utilize evolved universal terrestrial radio access
(E-UTRA) to facilitate radio communication between wire-
less devices. E-UTRA can also be utilized in evolved packet
systems (EPS), such as 3GPP LTE.

Generally, wireless multiple-access communication sys-
tems may simultaneously support communication for mul-
tiple mobile devices. Each mobile device may communicate
with one or more base stations via transmissions on forward
and reverse links. The forward link (or downlink) refers to the
communication link from base stations to mobile devices, and
the reverse link (or uplink) refers to the communication link
from mobile devices to base stations. Further, communica-
tions between mobile devices and base stations may be estab-
lished via single-input single-output (SISO) systems, mul-
tiple-input single-output (MISO) systems, multiple-input
multiple-output (MIMO) systems, and so forth. In addition,
mobile devices can communicate with other mobile devices
(and/or base stations with other base stations) in peer-to-peer
wireless network configurations.

In E-UTRA networks, base stations or other access points
can establish bearers with mobile devices at a radio commu-
nication layer, such as radio resource control (RRC) layer, to
support multiple levels of service relating to varying types of
communications. The base stations can establish the bearers
with the mobile devices based on requests from the core
network (e.g., where the core network authorizes the mobile
devices for communication based on a network access
request). To this end, the network generates and appends a
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non-access stratum (NAS) message to the bearer setup
requests, such that the base stations can receive the requests,
initialize the bearers, and forward the NAS message to the
mobile devices. The NAS message facilitates setup and sub-
sequent utilization of the bearers by the mobile devices.

In Universal Mobile Telecommunication System (UMTS)
networks, a network can establish only one new bearer at one
time. In E-UTRA and EPS, multiple new bearers can be
established simultaneously. To this end, one possible imple-
mentation is that the NAS message relates to multiple bearers
and is appended to the bearer setup request, which is gener-
ated by the network and transmitted to a base station, using a
single NAS packet data unit (PDU) for all bearers. In some
cases, the base station is not able to initialize one or more
bearers indicated in the bearer setup request (e.g., due to
admission control and/or the like), and the base station indi-
cates failure of the entire bearer setup request to the network.
Typically, based on receiving the failure, the core network can
attempt different combinations of bearers and related NAS
messages transmitted in new bearer setup requests until the
base station can successfully setup the requested bearers for
the mobile device.

SUMMARY

The following presents a simplified summary of various
aspects of the claimed subject matter in order to provide a
basic understanding of such aspects. This summary is not an
extensive overview of all contemplated aspects, and is
intended to neither identify key or critical elements nor delin-
eate the scope of such aspects. Its sole purpose is to present
some concepts of the disclosed aspects in a simplified form as
a prelude to the more detailed description that is presented
later.

In accordance with one or more embodiments and corre-
sponding disclosure thereof, various aspects are described in
connection with facilitating selective bearer setup in evolved
universal terrestrial radio access (E-UTRA) or similar net-
works. In particular, a wireless network can transmit a bearer
setup request comprising a list of bearers to be setup to an
access point. For each bearer in the list, a separate non-access
stratum (NAS) packet data unit (PDU) related to a given
bearer can be specified in the request. In this regard, the
access point can fail to setup one or more bearers and indicate
failure only for those bearers to the network while providing
appropriate NAS communications to a mobile device related
to those bearers for which setup was successtul. Accordingly,
the mobile device can receive separate NAS PDUs for each
successfully initialized bearer and use information in the
NAS message within the PDU to setup a given bearer with the
access point.

According to related aspects, a method for establishing
multiple radio bearers in wireless communications is pro-
vided. The method includes receiving a plurality of NAS
messages each corresponding to setting up a radio bearer with
an access point. The method also includes setting up at least
one radio bearer with the access point, wherein the at least one
radio bearer is associated to one of the plurality NAS mes-
sages.

Another aspect relates to a wireless communications appa-
ratus. The wireless communications apparatus can include at
least one processor configured to receive a RRC message
from an access point comprising a list of NAS messages each
relating to establishing one of a plurality of radio bearers with
the access point. The processor is further configured to estab-
lish at least one of the plurality of radio bearers, wherein the
at least one radio bearer is associated to one NAS message in
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the list of NAS messages. The wireless communications
apparatus also comprises a memory coupled to the at least one
processor.

Yet another aspect relates to a wireless communications
apparatus that facilitates establishing selected radio bearers in
wireless communications. The wireless communications
apparatus can comprise means for receiving, within a single
RRC message, a plurality of NAS messages related to estab-
lishing radio bearers from an access point. The wireless com-
munications apparatus can additionally include means for
establishing at least one radio bearer with the access point,
wherein the at least one radio bearer is associated to one of the
NAS messages that corresponds to the at least one radio
bearer.

Still another aspect relates to a computer program product,
which can have a computer-readable medium including code
for causing at least one computer to receive a plurality of NAS
messages each corresponding to setting up aradio bearer with
an access point. The computer-readable medium can also
comprise code for causing the at least one computer to setup
at least one radio bearer with the access point, wherein the at
least one radio bearer is associated to one of the plurality NAS
messages.

Moreover, an additional aspect relates to an apparatus. The
apparatus can include a NAS receiving component that
receives a list of NAS messages related to establishing radio
bearers from an access point. The apparatus can further
include a bearer setup component that establishes at least one
radio bearer with the access point, wherein the at least one
radio bearer is associated to one NAS message in the list.

According to further aspects, a method for selectively
establishing radio bearers in wireless communications is pro-
vided. The method includes receiving a request to establish a
plurality of radio bearers comprising a list of NAS messages
each linked to one of the plurality of radio bearers from a
network component. In addition, the method can include
initializing one or more of the plurality of radio bearers and
forwarding one or more NAS messages to a mobile device
based at least in part on determining which of the NAS mes-
sages in the list correspond to the one or more initialized radio
bearers.

Another aspect relates to a wireless communications appa-
ratus. The wireless communications apparatus can include at
least one processor configured to receive a bearer setup
request message from a core wireless network comprising a
list of radio bearers to setup along a plurality of NAS message
nested within radio bearer entries in the list. The processor is
further configured to initialize at least one radio bearer in the
list of radio bearers and transmit at least one of the NAS
messages nested within a radio bearer entry in the list corre-
sponding to the at least one initialized radio bearer to amobile
device. The wireless communications apparatus also com-
prises a memory coupled to the at least one processor.

Yet another aspect relates to a wireless communications
apparatus that facilitates establishing selected radio bearers in
wireless communications. The wireless communications
apparatus can comprise means for receiving a request to setup
a list of radio bearers where each radio bearer in the list of
radio bearers is associated with a disparate NAS message and
means for initializing one or more radio bearers in the list of
radio bearers. The wireless communications apparatus can
additionally include means for forwarding at least one of the
NAS messages corresponding to the one or more radio bear-
ers to a mobile device.

Still another aspect relates to a computer program product,
which can have a computer-readable medium including code
for causing at least one computer to receive, from a network
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component, a request to establish a plurality of radio bearers
comprising a list of NAS messages each linked to one of the
plurality of radio bearers. The computer-readable medium
can also comprise code for causing the at least one computer
to initialize one or more of the plurality of radio bearers.
Moreover, the computer-readable medium can comprise code
for causing the at least one computer to forward one or more
NAS messages to a mobile device based at least in part on
determining which of the NAS messages in the list corre-
spond to the one or more initialized radio bearers.

Moreover, an additional aspect relates to an apparatus. The
apparatus can include a bearer request receiving component
that obtains a request to establish a list of radio bearers
wherein each radio bearer indicated in the list of radio bearers
includes an associated NAS message and a bearer setup com-
ponent that initializes one or more radio bearers in the list of
radio bearers. The apparatus can further include a NAS for-
warding component that provides NAS messages associated
with the one or more radio bearers to a mobile device.

Additionally, further aspects relate to a method for selec-
tively establishing radio bearers in wireless communications.
The method can include generating a list of radio bearers to
setup based at least in part on receiving a network access
request from an access point. The method can further include
creating a separate NAS message for each entry of the list for
setting up an associated radio bearer and transmitting the list
of radio bearers and associated NAS messages to the access
point.

Another aspect relates to a wireless communications appa-
ratus. The wireless communications apparatus can include at
least one processor configured to create a list of radio bearers
to setup based at least in part on receiving a network access
request from an access point. The processor is further config-
ured to insert a separate NAS message corresponding to each
radio bearer entry of the list and transmit the list of radio
bearers to the access point. The wireless communications
apparatus also comprises a memory coupled to the at least one
processor.

Yet another aspect relates to a wireless communications
apparatus that facilitates establishing selected radio bearers in
wireless communications. The wireless communications
apparatus can comprise means for generating separate NAS
messages relating to setting up given radio bearers for com-
munication in a wireless network. The wireless communica-
tions apparatus can additionally include means for indicating
association between the separate NAS messages and the
given radio bearers in a bearer setup request and transmitting
the bearer setup request to an access point.

Still another aspect relates to a computer program product,
which can have a computer-readable medium including code
for causing at least one computer to generate a list of radio
bearers to setup based at least in part on receiving a network
access request from an access point. The computer-readable
medium can also comprise code for causing the at least one
computer to create a separate NAS message for each entry of
the list for setting up an associated radio bearer. Moreover, the
computer-readable medium can comprise code for causing
the at least one computer to transmit the list of radio bearers
and associated NAS messages to the access point.

Moreover, an additional aspect relates to an apparatus. The
apparatus can include a NAS message component that gen-
erates separate NAS messages relating to setting up given
radio bearers for communication in a wireless network. The
apparatus can further include a bearer request component that
links the separate NAS messages with the given radio bearers
in a bearer setup request and transmits the bearer setup
request to an access point.
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To the accomplishment of the foregoing and related ends,
the one or more embodiments comprise the features herein-
after fully described and particularly pointed out in the
claims. The following description and the annexed drawings
set forth in detail certain illustrative aspects of the one or more
embodiments. These aspects are indicative, however, of but a
few of the various ways in which the principles of various
embodiments may be employed and the described embodi-
ments are intended to include all such aspects and their
equivalents.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1is a block diagram of a system for selectively estab-
lishing radio bearers in wireless communication networks.

FIG. 2 is an illustration of an example communications
apparatus for employment within a wireless communications
environment.

FIG. 3 illustrates an example wireless communication net-
work that effectuates selective establishment of radio bearers.

FIG. 4 illustrates an example wireless communication sys-
tem that forwards non-access stratum (NAS) messages only
for initialized bearers.

FIG. 5 illustrates an example wireless communication sys-
tem that facilitates radio bearer establishment.

FIG. 6 is a flow diagram of an example methodology that
facilitates establishing multiple radio bearers according to
received NAS messages.

FIG. 7 is a flow diagram of an example methodology that
forwards NAS messages for successfully initialized radio
bearers.

FIG. 8 is a flow diagram of an example methodology for
requesting radio bearer setup including separate NAS mes-
sages for each bearer.

FIG. 9 is a block diagram of an example apparatus that
facilitates establishing radio bearers according to received
NAS messages.

FIG. 10 is a block diagram of an example apparatus that
facilitates receiving bearer setup requests and selectively
establishing a portion of the bearers.

FIG. 11 is a block diagram of an example apparatus that
facilitates requesting bearer establishment in wireless com-
munications.

FIGS. 12-13 are block diagrams of example wireless com-
munication devices that can be utilized to implement various
aspects of the functionality described herein.

FIG. 14 illustrates an example wireless multiple-access
communication system in accordance with various aspects
set forth herein.

FIG. 15 is ablock diagram illustrating an example wireless
communication system in which various aspects described
herein can function.

DETAILED DESCRIPTION

Various aspects of the claimed subject matter are now
described with reference to the drawings, wherein like refer-
ence numerals are used to refer to like elements throughout.
In the following description, for purposes of explanation,
numerous specific details are set forth in order to provide a
thorough understanding of one or more aspects. It may be
evident, however, that such aspect(s) may be practiced with-
out these specific details. In other instances, well-known
structures and devices are shown in block diagram form in
order to facilitate describing one or more aspects.

As used in this application, the terms “component,” “mod-
ule,” “system,” and the like are intended to refer to a com-
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puter-related entity, either hardware, firmware, a combination
of hardware and software, software, or software in execution.
For example, a component can be, but is not limited to being,
a process running on a processor, an integrated circuit, an
object, an executable, a thread of execution, a program, and/or
a computer. By way of illustration, both an application run-
ning on a computing device and the computing device can be
a component. One or more components can reside within a
process and/or thread of execution and a component can be
localized on one computer and/or distributed between two or
more computers. In addition, these components can execute
from various computer readable media having various data
structures stored thereon. The components can communicate
by way of local and/or remote processes such as in accor-
dance with a signal having one or more data packets (e.g., data
from one component interacting with another component in a
local system, distributed system, and/or across a network
such as the Internet with other systems by way of the signal).

Furthermore, various aspects are described herein in con-
nection with a wireless terminal and/or a base station. A
wireless terminal can refer to a device providing voice and/or
data connectivity to a user. A wireless terminal can be con-
nected to a computing device such as a laptop computer or
desktop computer, or it can be a self contained device such as
a personal digital assistant (PDA). A wireless terminal can
also be called a system, a subscriber unit, a subscriber station,
mobile station, mobile, remote station, access point, remote
terminal, access terminal, user terminal, user agent, user
device, or user equipment (UE). A wireless terminal can be a
subscriber station, wireless device, cellular telephone, PCS
telephone, cordless telephone, a Session Initiation Protocol
(SIP) phone, a wireless local loop (WLL) station, a personal
digital assistant (PDA), a handheld device having wireless
connection capability, or other processing device connected
to a wireless modem. A base station (e.g., access point or
Evolved Node B (eNB)) can refer to a device in an access
network that communicates over the air-interface, through
one or more sectors, with wireless terminals. The base station
can act as a router between the wireless terminal and the rest
of'the access network, which can include an Internet Protocol
(IP) network, by converting received air-interface frames to
IP packets. The base station also coordinates management of
attributes for the air interface.

Moreover, various functions described herein can be
implemented in hardware, software, firmware, or any combi-
nation thereof. If implemented in software, the functions can
be stored on or transmitted over as one or more instructions or
code on a computer-readable medium. Computer-readable
media includes both computer storage media and communi-
cation media including any medium that facilitates transfer of
a computer program from one place to another. A storage
media can be any available media that can be accessed by a
computer. By way of example, and not limitation, such com-
puter-readable media can comprise RAM, ROM, EEPROM,
CD-ROM or other optical disk storage, magnetic disk storage
or other magnetic storage devices, or any other medium that
can be used to carry or store desired program code in the form
of instructions or data structures and that can be accessed by
a computer. Also, any connection is properly termed a com-
puter-readable medium. For example, if the software is trans-
mitted from a website, server, or other remote source using a
coaxial cable, fiber optic cable, twisted pair, digital subscriber
line (DSL), or wireless technologies such as infrared, radio,
and microwave, then the coaxial cable, fiber optic cable,
twisted pair, DSL, or wireless technologies such as infrared,
radio, and microwave are included in the definition of
medium. Disk and disc, as used herein, includes compact disc
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(CD), laser disc, optical disc, digital versatile disc (DVD),
floppy disk and blu-ray disc (BD), where disks usually repro-
duce data magnetically and discs reproduce data optically
with lasers. Combinations of the above should also be
included within the scope of computer-readable media.

Various techniques described herein can be used for vari-
ous wireless communication systems, such as Code Division
Multiple Access (CDMA) systems, Time Division Multiple
Access (TDMA) systems, Frequency Division Multiple
Access (FDMA) systems, Orthogonal Frequency Division
Multiple Access (OFDMA) systems, Single Carrier FDMA
(SC-FDMA) systems, and other such systems. The terms
“system” and “network™ are often used herein interchange-
ably. A CDMA system can implement a radio technology
such as Universal Terrestrial Radio Access (UTRA),
CDMA2000, etc. UTRA includes Wideband-CDMA
(W-CDMA) and other variants of CDMA. Additionally,
CDMAZ2000 covers the IS-2000, IS-95 and 1S-856 standards.
A TDMA system can implement a radio technology such as
Global System for Mobile Communications (GSM). An
OFDMA system can implement a radio technology such as
Evolved UTRA (E-UTRA), Ultra Mobile Broadband
(UMB), IEEE 802.11 (Wi-Fi), IEEE 802.16 (WiMAX), IEEE
802.20, Flash-OFDM®, etc. UTRA and E-UTRA are part of
Universal Mobile Telecommunication System (UMTS).
3GPP Long Term Evolution (LTE) is an upcoming release
that uses E-UTRA, which employs OFDMA on the downlink
and SC-FDMA on the uplink. UTRA, E-UTRA, UMTS, LTE
and GSM are described in documents from an organization
named “3rd Generation Partnership Project” (3GPP). Further,
CDMA2000 and UMB are described in documents from an
organization named “3rd Generation Partnership Project 2”
(3GPP2).

Various aspects will be presented in terms of systems that
can include a number of devices, components, modules, and
the like. It is to be understood and appreciated that the various
systems can include additional devices, components, mod-
ules, etc. and/or can not include all of the devices, compo-
nents, modules etc. discussed in connection with the figures.
A combination of these approaches can also be used.

Referring now to the drawings, FIG. 1 illustrates a system
100 that facilitates selective bearer setup in a wireless com-
munications network. In particular, an access point 102 is
depicted that provides a wireless device 104 with access to a
core wireless network 106. For example, the access point 102
can communicate with the core wireless network 106 over a
backhaul, using a network controller, over the air, and/or the
like. The wireless device 104 can request establishment of
radio communication with the access point 102 to communi-
cate with the core wireless network 106, in one example. The
radio communication can be established over a radio resource
control (RRC) layer, for example, using access stratum (AS)
messages. In one example, the wireless device 104 can for-
mulate the request based at least in part on handing over
communication from a disparate access point (not shown) to
the access point 102. In an example, the access point 102 and
disparate access point can communicate with devices using
different protocols, provide different functionalities, commu-
nicate with different type of core wireless networks, and/or
the like.

Establishing radio communication between the access
point 102 and wireless device 104 can include setup of mul-
tiple radio bearers where each bearer can, for example, pro-
vide a level of service for a given type of communication. In
one example, bearers can be established and simultaneously
utilized for voice communication, data communication,
video communication, audio communication, etc. According
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to an example, the wireless device 104 can request access to
the core wireless network 106 through the access point 102.
Upon authorizing the wireless device 104, in one example,
the core wireless network 106 can transmit a request to the
access point 102 to setup radio bearers with the wireless
device 104 to facilitate varying types of communication
therewith. The core wireless network 106 can include instruc-
tions to the wireless device 104 for utilizing each bearer in
non-access stratum (NAS) messages generated with (and/or
within) the request to setup radio bearers. Individual NAS
messages can be provided and separated in the bearer setup
request to allow selective bearer establishment, as described
herein.

Thus, for example, upon receiving the bearer setup request,
the access point 102 can attempt to initialize the requested
bearers. In one example, some initializations can be success-
ful and some unsuccessful; this can depend on a variety of
factors including admission control, resource availability,
bandwidth capabilities, and/or the like. Where a bearer is
successfully setup, the access point 102 can forward the
related NAS message to the wireless device 104 allowing the
wireless device 104 to establish the bearer with the access
point 102 and subsequently communicate thereover. In addi-
tion, the access point 102 can indicate successful setup of the
bearer to the core wireless network 106, in an example. Where
a bearer cannot be successfully setup at the access point 102,
the NAS message is not sent to the wireless device 104, and
the access point 102 can indicate failure of the bearer setup to
the core wireless network 106, in one example. In this regard,
bearers can be selectively setup and handled by allowing the
access point 102 to determine NAS messages corresponding
to the initialized bearers and forward the NAS messages to the
wireless device 104.

Referring next to FIG. 2, a communications apparatus 200
that can participate in a wireless communications network is
illustrated. The communications apparatus 200 can be a
mobile device, base station, a portion thereof, or substantially
any device that can provide access to a wireless network. The
communications apparatus 200 can include a bearer request
receiving component 202 that obtains a bearer setup request
from one or more core network components (not shown), a
bearer setup component 204 that initializes one or more bear-
ers indicated in a bearer setup request, and a NAS forwarding
component 206 that provides NAS messages received from a
core network component to one or more mobile devices (not
shown).

According to an example, the bearer request receiving
component 202 can receive a bearer setup request in a wire-
less network. The bearer setup request can be received, for
example, in response to a request to access the wireless net-
work. In one example, the wireless network can be an
E-UTRA network, and the bearer setup request can relate to
one or more evolved packet system (EPS) bearers. The bearer
setup request can comprise, for example, information regard-
ing desired bearers as well as NAS messages comprising
instructions for utilizing the bearers at a mobile device. There
can be one or more NAS messages corresponding to each
bearer to provide selective bearer setup, as described, and the
NAS messages can be linked to the given bearers (e.g., nested
in appropriate bearer information, linked in the bearer infor-
mation, linked using a list that matches NAS messages to
bearers, and/or the like).

Upon receiving the bearer setup request, the bearer setup
component 204 can initialize one or more of the bearers for
use by one or more mobile devices. For bearers successfully
setup, the bearer setup component 204 can provide related
NAS messages to the NAS forwarding component 206. The
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NAS forwarding component 206 can transmit the NAS mes-
sages to the mobile device to facilitate establishing commu-
nication using the radio bearers. In addition, in one example,
the bearer setup component 204 can report successful bearer
setup to the core network component. For bearers that are not
successfully setup, the bearer setup component 204 can
ignore and/or discard related NAS messages and/or indicate
failure to the core network component, as described.

Now referring to FIG. 3, illustrated is a wireless commu-
nications system 300 that facilitates individual bearer setup in
wireless networks. Wireless device 302 can be a mobile
device (including not only independently powered devices,
but also modems, for example), a base station, and/or portion
thereof. Access point 304 can similarly be a mobile access
point, a base station, or substantially any access point that
provides access to a wireless network. In one example, the
wireless device 302 and access point 304 can communicate
using peer-to-peer or ad hoc technology where the devices
302 and 304 are of similar type. Moreover, system 300 can be
a MIMO system and/or can conform to one or more wireless
network system specifications (e.g., EV-DO, 3GPP, 3GPP2,
3GPP LTE, WiMAX, etc.). Also, the components and func-
tionalities shown and described below in the wireless device
302 can be present in the access point 304 as well and vice
versa, in one example; the configuration depicted excludes
these components for ease of explanation. In particular,
access point 304 provides access to a network component
306, which participates in a wireless network. The network
component 306 can be a mobility management entity (MME),
gateway, and/or other network component that provides
access to the wireless network. In one example, the wireless
communication system 300 can be an E-UTRA system or
network.

Wireless device 302 can include a NAS receiving compo-
nent 308 that receives a list of NAS messages including
instructions for establishing related radio bearers with one or
more access points, a bearer setup component 310 that per-
forms bearer establishment, wherein one radio bearer is asso-
ciated to one NAS message of the list, and a bearer commu-
nication component 312 that facilitates communicating over
the bearers to receive access to a wireless network. Access
point 304 includes a bearer request receiving component 202
that receives a request for bearer setup from a wireless net-
work, as described, a bearer setup component 204 that initial-
izes one or more bearers in the bearer setup request, a NAS
forwarding component 206 that transmits NAS messages
related to successfully setup bearers to one or more mobile
devices, and a bearer status component 314 that reports
whether bearer setup is successful or unsuccesstul. Network
component 306 includes a NAS message component 316 that
generates NAS messages related to setting up bearers with an
access point, a bearer request component 318 that creates and
transmits one or more requests for bearer setup and includes
related NAS messages, and a bearer status receiving compo-
nent 320 that obtains status indications with respect to bearer
setup at an access point.

According to an example, wireless device 302 can request
wireless network access from access point 304. Access point
304 can communicate with the network component 306 to
establish such access. The network component 306, in
response, can provide information related to establishing
bearers to facilitate multiple levels of service for the wireless
device 302. In one example, the levels of service can be
utilized for various communication technologies, as
described, to provide diverse communication functionality
while efficiently managing resources. For example, separate
bearers can be established for voice data, text data, video data,
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picture data, and/or the like, as mentioned previously (e.g.,
where a bearer for video data can have a higher quality of
service than a bearer for text data). Moreover, such bearer
establishment can be necessary when establishing communi-
cation with an E-UTRA network, such as 3GPP LTE (e.g.,
initially and/or from handing over from one or more networks
using different technology, such as EVDO, 3GPP2, and/or the
like). Moreover, the E-UTRA network can also be an EPS
network, as mentioned.

To facilitate establishing the multiple bearers, the bearer
request component 318 can determine a plurality of bearers
requiring setup to allow desired communication with the
wireless device 302. The NAS message component 316 can
generate a NAS message for each bearer to the wireless
device 302 comprising instructions for setting up the given
bearer with the access point 304 providing wireless network
access. The bearer request component 318 can create a bearer
setup request message having each NAS message linked (or
otherwise indicate association) to a related bearer. The link-
age caninclude nesting related NAS messages or links thereto
in corresponding entries of a list of the bearers, indicating
linkage in an array, and/or the like. The bearer request com-
ponent 318 can transmit the bearer setup request to the wire-
less device 304; this can be a S1 interface application protocol
(S1-AP) message, in one example. In addition, for example,
the bearer request message can have the following format.

IE/Group Name Range

Message Type
MME UE S1AP ID
eNB UE S1AP ID
UE Aggregate
Maximum Bit Rate
System architecture
evolution (SAE)
Bearer to be Setup
List

>SAE Bearer To Be
Setup Item IEs

1to
<maxnoof
SAEbearers>
>> SAE Bearer ID

>> SAE Bearer

Level QoS

parameters

>> Transport Layer

Address

>> GTP-TEID

>>NAS-PDU

where maxnoofSAEbearers is a maximum number of bearers
that can be setup and GTP-TEID is a general packet radio
services (GPRS) tunneling protocol tunnel end point identi-
fier. As indicated by indenting above (> for a first level, <>>’
for a second level), for each bearer in the list of SAE bearers
to be setup, there is a corresponding NAS PDU comprising
NAS messages for setting up the given bearer at the wireless
device 302, as described.

The bearer request receiving component 202 can obtain the
bearer setup request transmitted by the network component
306 and can determine bearers to setup along with associated
NAS messages for forwarding to the wireless device 302. The
bearer setup component 204 can initialize one or more of the
bearers requested in the setup request. In one example, the
request can specity a quality of service for the bearers, and the
bearer setup component 204 can attempt to initialize the
bearers according to the quality of service. For bearers suc-
cessfully setup by the bearer setup component, the NAS for-
warding component 206 can transmit the associated NAS
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PDU(s)to the wireless device 302 (e.g., along with an identity
related to the bearer); the NAS PDUs can be sent individually
and/or in a list, for example. For bearers that are not success-
fully setup by the bearer setup component 204 (e.g., due to
admission control, etc.), the NAS forwarding component 206
does not send the related NAS PDU(s). The bearer status
component 314 can indicate the successfully and/or unsuc-
cessfully setup bearers to the network component 306. In one
example, these can be sent as lists, arrays of indicators, and/or
the like. The bearer status receiving component 320 can
obtain the setup results. It is to be appreciated that the network
component 306 can reattempt setup of bearers not success-
fully setup from the access point 304 or a disparate access
point.

The NAS receiving component 308 can receive the NAS
messages relating to setting up initialized radio bearers with
the access point 304; as mentioned, the messages can be
transmitted individually or in a list or other grouping, for
example. The bearer setup component 310 can process the
NAS messages from the network component 306 to setup
corresponding bearers with the access point 304, and the
bearer communication component 312 can facilitate commu-
nicating over the bearers to access the wireless network. In
one example, the NAS forwarding component 206 can trans-
mit the NAS messages to the wireless device 302 in an RRC
layer connection initiation or reconfiguration message. In this
example, upon receipt, the NAS receiving component 308
can forward the NAS messages to upper layers to facilitate
bearer establishment. In addition, the wireless device 302 can
communicate with the access point 304 over the bearers, once
established, to receive one or more services in the wireless
network.

Referring to FIG. 4, a wireless communications system
400 is illustrated that provides selective radio bearer estab-
lishment. In particular, a network component 402 is shown
that transmits a message to an access point 404 that can
further provide a portion of the message to a mobile device
406. As described, the network component 402 can be an
MME, gateway, or other network component that provides
service to the access point 404, which can allow mobile
device 406 to access the wireless network. As depicted, the
network component 402 can transmit a bearer setup request
408 to the access point. The bearer setup request 408, in this
example, comprises three bearer requests, each of which can
be associated with a radio bearer providing a different quality
of'service. Each bearer request in the bearer setup request 408
is associated with a NAS message, which can be a commu-
nication for the mobile device to utilize in establishing the
bearers with the access point 404. Associating each bearer
request with a NAS message, as shown in the bearer setup
request 408, allows for selective bearer establishment such
that bearers that cannot be established can fail while others
can succeed.

Upon receiving the bearer setup request 408, the access
point 404 can attempt to setup bearers according to bearer
request 1, bearer request 2, and bearer request 3. In this
example, access point 404 is able to initialize bearer request 1
and bearer request 3, and accordingly forwards the associated
NAS messages, NAS message 1410 and NAS message 3 412,
to the mobile device 406. As described, the mobile device 406
can utilize NAS message 1 410 to establish bearer 1 with the
access point 404 and NAS message 3 412 to establish bearer
3 with the access point 404. Though shown as separate trans-
missions, it is to be appreciated that the access point 404 can
transmit NAS message 1 410 and NAS message 3 412 as a
single message with a list or other structure to allow separa-
tion of the messages. Additionally, the access point 404 can
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transmit a bearer request 2 failure message 414 back to the
network component 402 to indicate that it was unable to
initialize bearer 2 (e.g., due to admission control, lack of
resources, lack of support, and/or the like). Also, though not
shown, it is to be appreciated that the access point 404 can
transmit bearer success messages to the network component
402 relating to bearer 1 and bearer 3.

Turning now to FIG. 5, a wireless communication network
500 is displayed that facilitates establishing wireless network
access for a UE. A UE 502 is provided that can communicate
with an eNB 504 to receive network access. The eNB 504
communicates with an MME 506 that manages mobility
modes. The MME 506 communicates with a serving gateway
(SGW) 508 of the wireless network, which can leverage a
packet data network gateway (PDNGW) 510 to receive policy
information from a policy charging and rules function
(PCRF) 512. The foregoing components can communicate,
as described herein, to provide wireless network access. In
one example, though not shown, the UE 502 can request
access to the wireless network, and the request can move
between the components until received by the PCRF 512.

Based on the UE 502 requesting access, for example, the
PCRF 512 can determine whether the UE 502 is authorized to
access the wireless network and can render a policy charging
and control (PCC) decision provision 514, which can com-
prise one or more PCC rules, to the PDNGW 510. Based on
the rules, the PDNGW 510 can transmit a request to create
one or more dedicated radio bearers 516 to the SGW 508,
which can forward the request 518 to the MME 506. The
MME 506 can determine which bearers to request, create
separate related NAS messages for establishing the bearers,
and include the separate NAS messages in individual NAS
message PDUs in alist of bearers. The MME 506 can transmit
the list of bearers and associated NAS messages in a bearer
setup request 520 to the eNB 504. The eNB 504 can initialize
one or more of the bearers and can transmit NAS messages
related to successfully initialized bearers to the UE 502 in
RRC connection reconfiguration message 522.

The UE 502 can receive the RRC connection reconfigura-
tion message 522 and can process the NAS messages to
establish the bearers. Once the bearers are established, in one
example, the UE 502 can transmit an RRC connection recon-
figuration complete message 524 to the eNB 504. Upon
receiving the message 524, the eNB can transmit a bearer
setup response message 526 to the MME 506. As described,
this message 526 can comprise a list of bearers that were not
successfully established and/or a list of bearers that were
successfully established. MME 506 can transmit a create
dedicated bearer response message 528 to the SGW 508 for
forwarding to the PDNGW 510 in message 530. This mes-
sage can optionally also include success/failed radio bearer
information, in one example. PDNGW 510 can transmit a
provision acknowledgement 532 to the PCRF 512.

Referring now to FIGS. 6-8, methodologies that can be
performed in accordance with various aspects set forth herein
are illustrated. While, for purposes of simplicity of explana-
tion, the methodologies are shown and described as a series of
acts, it is to be understood and appreciated that the method-
ologies are not limited by the order of acts, as some acts can,
in accordance with one or more aspects, occur in different
orders and/or concurrently with other acts from that shown
and described herein. For example, those skilled in the art will
understand and appreciate that a methodology could alterna-
tively be represented as a series of interrelated states or
events, such as in a state diagram. Moreover, not all illustrated
acts may be required to implement a methodology in accor-
dance with one or more aspects.
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With reference to FIG. 6, illustrated is a methodology 600
for establishing radio bearers with an access point. At 602, a
radio layer communication is received from an access point
comprising a plurality of NAS messages for setting up bear-
ers. As described, the NAS message can be originally gener-
ated by a core network component and can comprise instruc-
tions for establishing bearers with the access point. In
addition, each NAS message can be received in its own PDU,
in one example. At 604, at least one bearer can be setup with
the access point, where the at least one radio bearer is asso-
ciated to a corresponding NAS message. Thus, separate mes-
sages are received for each bearer, and each bearer can be
setup according to its respective message. At 606, that access
point can be communicated with using the at least one radio
bearer. In this regard, selective bearer setup is provided based
on received NAS messages for the given bearers.

Turning to FIG. 7, a methodology 700 is illustrated that sets
up bearers for communication in wireless networks. At 702, a
request can be received to establish a plurality of bearers
comprising a list of NAS messages each linked to one of the
bearers. This can be received from a core wireless network, in
one example, where the NAS messages are each in a separate
NAS PDU. In another example, the NAS messages can be
embedded in alist of the bearers such that each bearer entry in
the list has its own related NAS message(s) enumerated in the
list entry. At 704, one or more of the bearers can be initialized.
As described, some of the bearers may not be initialized
successfully, and this can be based on a variety of factors
including admission control, available resources, network
capabilities, and/or the like. At 706, one or more NAS mes-
sages that correspond to the one or more initialized bearers
can be determined, and at 708, the one or more NAS messages
can be forwarded to a mobile device. Thus, NAS messages
related to bearers that cannot be successfully initialized are
not sent to the mobile device, in one example. By providing
the NAS messages for successfully initialized bearers, selec-
tive bearer establishment is provided.

FIG. 8 illustrates a methodology 800 for allowing selective
establishment of radio bearers in wireless communications.
At 802, a list of radio bearers to setup can be generated based
at least in part on receiving an access request from an access
point. As described, the access request can initiate at a mobile
device seeking access to a wireless network. At 804, separate
NAS messages can be created for each bearer entry in the list.
The NAS messages, as mentioned, can be each be created in
an individual NAS PDU, which can be embedded into or
otherwise linked to a given entry in the list. This allows for
separate bearer establishment, as described, since a portion of
the bearers can succeed while a different portion can fail. At
806, the list of bearers and NAS messages can be transmitted
to the access point.

It will be appreciated that, in accordance with one or more
aspects described herein, inferences can be made regarding
determining whether certain bearers can be established,
whether to retry establishing bearers that could not be estab-
lished, etc. As used herein, the term to “infer” or “inference”
refers generally to the process of reasoning about or inferring
states of the system, environment, and/or user from a set of
observations as captured via events and/or data. Inference can
be employed to identify a specific context or action, or can
generate a probability distribution over states, for example.
The inference can be probabilistic—that is, the computation
of a probability distribution over states of interest based on a
consideration of data and events. Inference can also refer to
techniques employed for composing higher-level events from
a set of events and/or data. Such inference results in the
construction of new events or actions from a set of observed
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events and/or stored event data, whether or not the events are
correlated in close temporal proximity, and whether the
events and data come from one or several event and data
sources.

With reference to FIG. 9, illustrated is a system 900 that
establishes bearers with an access point based on messages
received therefrom. For example, system 900 can reside at
least partially within a base station, mobile device, etc. It is to
be appreciated that system 900 is represented as including
functional blocks, which can be functional blocks that repre-
sent functions implemented by a processor, software, or com-
bination thereof (e.g., firmware). System 900 includes a logi-
cal grouping 902 of software modules that can act in
conjunction. For instance, logical grouping 902 can include a
software module for receiving, within a single RRC message,
a plurality of NAS messages related to establishing radio
bearers from an access point 904. For example, the NAS
messages can be specified by a core network component and
forwarded by the access point to facilitate establishing bear-
ers with the access point. Further, logical grouping 902 can
comprise a software module for establishing at least one radio
bearer with the access point, wherein the at least one radio
bearer is associated to one of the NAS messages 906. As
described, by having separate NAS messages for each radio
bearer, the access point can initialize a portion of the bearers,
and the system 900 can setup the portion of bearers based on
the received NAS messages. Furthermore, logical grouping
902 can include a software module for requesting access to a
wireless network from the access point 908. In one example,
the NAS messages can be received based at least in part on the
access request. Additionally, system 900 can include a
memory 910 that retains instructions for executing functions
associated with software modules 904, 906, and 908. While
shown as being external to memory 910, it is to be understood
that one or more of software modules 904, 906, and 908 can
exist within memory 910.

With reference to FIG. 10, illustrated is a system 1000 that
selectively establishes radio bearers in wireless networks. For
example, system 1000 can reside at least partially within a
base station, mobile device, or another device that provides
access to a wireless network. It is to be appreciated that
system 1000 is represented as including functional blocks,
which can be functional blocks that represent functions
implemented by a processor, software, or combination
thereof (e.g., firmware). System 1000 includes a logical
grouping 1002 of software modules that can act in conjunc-
tion. For instance, logical grouping 1002 can include a soft-
ware module for receiving a request to setup a list of radio
bearers where each radio bearer in the list of radio bearers is
associated with a disparate NAS message 1004. For example,
the NAS messages can be linked to given list entries, embed-
ded within given list entries, and/or the like. Further, logical
grouping 1002 can comprise a software module for initializ-
ing one or more radio bearers in the list of radio bearers 1006.
As described, initialization can fail for some radio bearers
based on admission control, available resources, etc.

Furthermore, logical grouping 1002 can include a software
module for forwarding at least one of the NAS messages
corresponding to the one or more radio bearers to a mobile
device 1008. Thus, selective bearer establishment is provided
where a mobile device can be instructed to establish the
successfully initialized bearers via the NAS messages. More-
over, logical grouping 1002 can include a software module
for providing a list of initialized radio bearers to a core wire-
less network component 1010. In this regard, a status can be
reported back to the wireless network. Also, software module
1010 can also provide a list of bearers for which initialization
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failed to the core wireless network component. Additionally,
system 1000 can include a memory 1012 that retains instruc-
tions for executing functions associated with software mod-
ules 1004, 1006, 1008, and 1010. While shown as being
external to memory 1012, it is to be understood that one or
more of software modules 1004, 1006, 1008, and 1010 can
exist within memory 1012.

With reference to FIG. 11, illustrated is a system 1100 that
allows selective bearer establishment in wireless communi-
cation networks. For example, system 1100 can reside at least
partially within an MME, gateway, other core network com-
ponents, etc. It is to be appreciated that system 1100 is rep-
resented as including functional blocks, which can be func-
tional blocks that represent functions implemented by a
processor, software, or combination thereof (e.g., firmware).
System 1100 includes a logical grouping 1102 of software
modules that can act in conjunction. For instance, logical
grouping 1102 can include a software module for generating
separate NAS messages relating to setting up given radio
bearers for communication in a wireless network 1104. As
described, the NAS messages can be directed to mobile
devices and can comprise instructions for establishing the
bearers with an access point. Further, logical grouping 1102
can comprise a software module for indicating association
between the separate NAS messages and the given radio
bearers in a bearer setup request and transmitting the bearer
setup request to an access point 1106.

For example, the indicated association can include linking
the NAS messages to the radio bearers, such as by embedding
the NAS messages in bearer information within the bearer
setup request, providing links to the NAS messages, and/or
the like. Furthermore, logical grouping 1102 can include a
software module for receiving a plurality of statuses related to
the given radio bearers from the access point 1108. Thus,
successful and unsuccessful bearer initializations can be indi-
cated by the access point. Additionally, system 1100 can
include a memory 1110 that retains instructions for executing
functions associated with software modules 1104, 1106, and
1108. While shown as being external to memory 1110, it is to
be understood that one or more of software modules 1104,
1106, and 1108 can exist within memory 1110.

FIG. 12 is a block diagram of a system 1200 that can be
utilized to implement various aspects of the functionality
described herein. In one example, system 1200 includes a
base station or eNB 1202. As illustrated, eNB 1202 can
receive signal(s) from one or more UEs 1204 via one or more
receive (Rx) antennas 1206 and transmit to the one or more
UEs 1204 via one or more transmit (Tx) antennas 1208.
Additionally, eNB 1202 can comprise a receiver 1210 that
receives information from receive antenna(s) 1206. In one
example, the receiver 1210 can be operatively associated with
a demodulator (Demod) 1212 that demodulates received
information. Demodulated symbols can then be analyzed by
a processor 1214. Processor 1214 can be coupled to memory
1216, which can store information related to code clusters,
access terminal assignments, lookup tables related thereto,
unique scrambling sequences, and/or other suitable types of
information. In one example, eNB 1202 can employ proces-
sor 1214 to perform methodologies 600, 700, and/or other
similar and appropriate methodologies. eNB 1202 can
also include a modulator 1218 that can multiplex a signal
for transmission by a transmitter 1220 through transmit
antenna(s) 1208.

FIG. 13 is a block diagram of another system 1300 that can
be utilized to implement various aspects of the functionality
described herein. In one example, system 1300 includes a
mobile terminal 1302. As illustrated, mobile terminal 1302

10

15

20

25

30

35

40

45

50

55

60

65

16

can receive signal(s) from one or more base stations 1304 and
transmit to the one or more base stations 1304 via one or more
antennas 1308. Additionally, mobile terminal 1302 can
comprise a receiver 1310 that receives information from
antenna(s) 1308. In one example, receiver 1310 can be opera-
tively associated with a demodulator (Demod) 1312 that
demodulates received information. Demodulated symbols
can then be analyzed by aprocessor 1314. Processor 1314 can
be coupled to memory 1316, which can store data and/or
program codes related to mobile terminal 1302. Additionally,
mobile terminal 1302 can employ processor 1314 to perform
methodologies 600, 700, and/or other similar and appropriate
methodologies. Mobile terminal 1302 can also employ one or
more components described in previous figures to effectuate
the described functionality; in one example, the components
can be implemented by the processor 1314. Mobile terminal
1302 can also include a modulator 1318 that can multiplex
a signal for transmission by a transmitter 1320 through
antenna(s) 1308.

Referring now to FIG. 14, an illustration of a wireless
multiple-access communication system is provided in accor-
dance with various aspects. In one example, an access point
1400 (AP) includes multiple antenna groups. As illustrated in
FIG. 14, one antenna group can include antennas 1404 and
1406, another can include antennas 1408 and 1410, and
another can include antennas 1412 and 1414. While only two
antennas are shown in FIG. 14 for each antenna group, it
should be appreciated that more or fewer antennas may be
utilized for each antenna group. In another example, an access
terminal 1416 can be in communication with antennas 1412
and 1414, where antennas 1412 and 1414 transmit informa-
tion to access terminal 1416 over forward link 1420 and
receive information from access terminal 1416 over reverse
link 1418. Additionally and/or alternatively, access terminal
1422 can be in communication with antennas 1406 and 1408,
where antennas 1406 and 1408 transmit information to access
terminal 1422 over forward link 1426 and receive information
from access terminal 1422 over reverse link 1424. In a fre-
quency division duplex system, communication links 1418,
1420, 1424 and 1426 can use different frequency for commu-
nication. For example, forward link 1420 may use a different
frequency then that used by reverse link 1418.

Each group of antennas and/or the area in which they are
designed to communicate can be referred to as a sector of the
access point. In accordance with one aspect, antenna groups
can be designed to communicate to access terminals in a
sector of areas covered by access point 1400. In communica-
tion over forward links 1420 and 1426, the transmitting anten-
nas of access point 1400 can utilize beamforming in order to
improve the signal-to-noise ratio of forward links for the
different access terminals 1416 and 1422. Also, an access
point using beamforming to transmit to access terminals scat-
tered randomly through its coverage causes less interference
to access terminals in neighboring cells than an access point
transmitting through a single antenna to all its access termi-
nals.

An access point, e.g., access point 1400, can be a fixed
station used for communicating with terminals and can also
be referred to as a base station, an eNB, an access network,
and/or other suitable terminology. In addition, an access ter-
minal, e.g., an access terminal 1416 or 1422, can also be
referred to as a mobile terminal, user equipment, a wireless
communication device, a terminal, a wireless terminal, and/or
other appropriate terminology.

Referring now to FIG. 15, a block diagram illustrating an
example wireless communication system 1500 in which vari-
ous aspects described herein can function is provided. In one
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example, system 1500 is a multiple-input multiple-output
(MIMO) system that includes a transmitter system 1510 and
a receiver system 1550. It should be appreciated, however,
that transmitter system 1510 and/or receiver system 1550
could also be applied to a multi-input single-output system
wherein, for example, multiple transmit antennas (e.g., on a
base station), can transmit one or more symbol streams to a
single antenna device (e.g., a mobile station). Additionally, it
should be appreciated that aspects of transmitter system 1510
and/or receiver system 1550 described herein could be uti-
lized in connection with a single output to single input
antenna system.

In accordance with one aspect, traffic data for a number of
data streams are provided at transmitter system 1510 from a
data source 1512 to a transmit (1X) data processor 1514. In
one example, each data stream can then be transmitted via a
respective transmit antenna 1524. Additionally, TX data pro-
cessor 1514 can format, encode, and interleave traffic data for
each data stream based on a particular coding scheme
selected for each respective data stream in order to provide
coded data. In one example, the coded data for each data
stream can then be multiplexed with pilot data using OFDM
techniques. The pilot data can be, for example, a known data
pattern that is processed in a known manner. Further, the pilot
data can be used at receiver system 1550 to estimate channel
response. Back at transmitter system 1510, the multiplexed
pilot and coded data for each data stream can be modulated
(i.e., symbol mapped) based on a particular modulation
scheme (e.g., BPSK, QSPK, M-PSK, or M-QAM) selected
for each respective data stream in order to provide modulation
symbols. In one example, data rate, coding, and modulation
for each data stream can be determined by instructions per-
formed on and/or provided by processor 1530.

Next, modulation symbols for all data streams can be pro-
vided to a TX processor 1520, which can further process the
modulation symbols (e.g., for OFDM). TX MIMO processor
1520 can then provides N, modulation symbol streams to N,
transceivers 1522a through 1522¢. In one example, each
transceiver 1522 can receive and process a respective symbol
stream to provide one or more analog signals. Each trans-
ceiver 1522 can then further condition (e.g., amplify, filter,
and upconvert) the analog signals to provide a modulated
signal suitable for transmission over a MIMO channel.
Accordingly, N, modulated signals from transceivers 1522a
through 1522¢ can then be transmitted from N, antennas
15244 through 15241, respectively.

In accordance with another aspect, the transmitted modu-
lated signals can be received at receiver system 1550 by N,
antennas 15524 through 1552r. The received signal from each
antenna 1552 can then be provided to respective transceivers
1554. In one example, each transceiver 1554 can condition
(e.g., filter, amplify, and downconvert) a respective received
signal, digitize the conditioned signal to provide samples, and
then processes the samples to provide a corresponding
“received” symbol stream. An RX MIMO/data processor
1560 can then receive and process the N, received symbol
streams from Ny transceivers 1554 based on a particular
receiver processing technique to provide N, “detected” sym-
bol streams. In one example, each detected symbol stream can
include symbols that are estimates of the modulation symbols
transmitted for the corresponding data stream. RX processor
1560 can then process each symbol stream at least in part by
demodulating, deinterleaving, and decoding each detected
symbol stream to recover traffic data for a corresponding data
stream. Thus, the processing by RX processor 1560 can be
complementary to that performed by TX MIMO processor
1520 and TX data processor 1516 at transmitter system 1510.
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RX processor 1560 can additionally provide processed sym-
bol streams to a data sink 1564.

In accordance with one aspect, the channel response esti-
mate generated by RX processor 1560 can be used to perform
space/time processing at the receiver, adjust power levels,
change modulation rates or schemes, and/or other appropriate
actions. Additionally, RX processor 1560 can further estimate
channel characteristics such as, for example, signal-to-noise-
and-interference ratios (SNRs) of the detected symbol
streams. RX processor 1560 can then provide estimated chan-
nel characteristics to a processor 1570. In one example, RX
processor 1560 and/or processor 1570 can further derive an
estimate of the “operating” SNR for the system. Processor
1570 can then provide channel state information (CSI), which
can comprise information regarding the communication link
and/or the received data stream. This information can include,
for example, the operating SNR. The CSI can then be pro-
cessed by a TX data processor 1518, modulated by a modu-
lator 1580, conditioned by transceivers 1554a through 1554,
and transmitted back to transmitter system 1510. In addition,
a data source 1516 at receiver system 1550 can provide addi-
tional data to be processed by TX data processor 1518.

Back at transmitter system 1510, the modulated signals
from receiver system 1550 can then be received by antennas
1524, conditioned by transceivers 1522, demodulated by a
demodulator 1540, and processed by a RX data processor
1542 to recover the CSI reported by receiver system 1550. In
one example, the reported CSI can then be provided to pro-
cessor 1530 and used to determine data rates as well as coding
and modulation schemes to be used for one or more data
streams. The determined coding and modulation schemes can
then be provided to transceivers 1522 for quantization and/or
use in later transmissions to receiver system 1550. Addition-
ally and/or alternatively, the reported CSI can be used by
processor 1530 to generate various controls for TX data pro-
cessor 1514 and TX MIMO processor 1520. In another
example, CSI and/or other information processed by RX data
processor 1542 can be provided to a data sink 1544.

In one example, processor 1530 at transmitter system 1510
and processor 1570 at receiver system 1550 direct operation
at their respective systems. Additionally, memory 1532 at
transmitter system 1510 and memory 1572 at receiver system
1550 can provide storage for program codes and data used by
processors 1530 and 1570, respectively. Further, at receiver
system 1550, various processing techniques can be used to
process the N, received signals to detect the N transmitted
symbol streams. These receiver processing techniques can
include spatial and space-time receiver processing tech-
niques, which can also be referred to as equalization tech-
niques, and/or “successive nulling/equalization and interfer-
ence cancellation” receiver processing techniques, which can
also be referred to as “successive interference cancellation”
or “successive cancellation” receiver processing techniques.

It is to be understood that the aspects described herein can
be implemented by hardware, software, firmware, middle-
ware, microcode, or any combination thereof. When the sys-
tems and/or methods are implemented in software, firmware,
middleware or microcode, program code or code segments,
they can be stored in a machine-readable medium, such as a
storage component. A code segment can represent a proce-
dure, a function, a subprogram, a program, a routine, a sub-
routine, a module, a software package, a class, or any com-
bination of instructions, data structures, or program
statements. A code segment can be coupled to another code
segment or a hardware circuit by passing and/or receiving
information, data, arguments, parameters, or memory con-
tents. Information, arguments, parameters, data, etc. can be
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passed, forwarded, or transmitted using any suitable means
including memory sharing, message passing, token passing,
network transmission, etc.

For a software implementation, the techniques described
herein can be implemented with modules (e.g., procedures,
functions, and so on) that perform the functions described
herein. The software codes can be stored in memory units and
executed by processors. The memory unit can be imple-
mented within the processor or external to the processor, in
which case it can be communicatively coupled to the proces-
sor via various means as is known in the art.

What has been described above includes examples of one
or more aspects. Itis, of course, not possible to describe every
conceivable combination of components or methodologies
for purposes of describing the aforementioned aspects, but
one of ordinary skill in the art can recognize that many further
combinations and permutations of various aspects are pos-
sible. Accordingly, the described aspects are intended to
embrace all such alterations, modifications and variations that
fall within the spirit and scope of the appended claims. Fur-
thermore, to the extent that the term “includes” is used in
either the detailed description or the claims, such term is
intended to be inclusive in a manner similar to the term
“comprising” as “comprising” is interpreted when employed
as a transitional word in a claim. Furthermore, the term “or”
as used in either the detailed description or the claims is meant
to be a “non-exclusive or.”

What is claimed is:

1. A method of a mobile management entity (MME) for
establishing multiple radio bearers in wireless communica-
tions, comprising:

receiving a request to create one or more radio bearers;

determining which of the one or more radio bearers to

request;

creating separate non-access stratum (NAS) messages,

based on that determination, for establishing the one or
more radio bearers and including the separate NAS mes-
sages in a list of bearers; and

transmitting the list of bearers and associated NAS mes-

sages to a base station for initialization of at least one of

the one or more radio bearers.

2. The method of claim 1, wherein each NAS message is
comprised within an individual NAS packet data unit (PDU).

3. The method of claim 2 wherein the NAS PDU is linked
to a given entry in the list of bearers.

4. An apparatus that is a mobile management entity that
facilitates establishing multiple radio bearers in wireless
communications, comprising:

means for receiving a request to create one or more radio

bearers;

means for determining which of the one or more radio

bearers to request,
means for creating separate non-access stratum (NAS)
messages, based on that determination, for establishing
the one or more radio bearers and including the separate
NAS messages in a list of bearers; and

means for transmitting the list of bearers and associated
NAS messages to a base station for initialization of the
one or more radio bearers.

5. The apparatus of claim 4, wherein each NAS message is
comprised within an individual NAS packet data unit (PDU).

6. The apparatus of claim 5, wherein the NAS PDU is
linked to a given entry in the list of bearers.

7. A wireless communications apparatus that is a mobile
management entity (MME) for establishing multiple radio
bearers in wireless communications, comprising:

a memory; and
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at least one processor coupled to the memory and config-

ured to:

receive a request to create one or more radio bearers;

determine which of the one or more radio bearers to

request;

create separate non-access stratum (NAS) messages, based

on that determining, for establishing the one or more
radio bearers and including the separate NAS messages
in a list of bearers; and

transmit the list of bearers and associated NAS messages to

a base station for initialization of at least one of the one
or more radio bearers.

8. The apparatus of claim 7, wherein each NAS message is
comprised within an individual NAS packet data unit (PDU).

9. The apparatus of claim 8, wherein the NAS PDU is
linked to a given entry in the list of bearers.

10. A non-transitory computer-readable medium storing
computer executable code for wireless communication, com-
prising code for:

establishing, at a mobile management entity (MME), mul-

tiple radio bearers in wireless communications;
receiving, at the MME, a request to create one or more
radio bearers;

determining, at the MME, which of the one or more radio

bearers to request
creating, at the MME, separate non-access stratum (NAS)
messages, based on that determination, for establishing
the one or more radio bearers and including the separate
NAS messages in a list of bearers; and

transmitting, from the MME, the list of bearers and asso-
ciated NAS messages to a base station for initialization
of at least one of the one or more bearers.

11. The non-transitory computer-readable medium of
claim 10, wherein each NAS message is comprised within an
individual NAS packet data unit (PDU).

12. The non-transitory computer-readable medium of
claim 11, wherein the NAS PDU is linked to a given entry in
the list of bearers.

13. A method of a base station for establishing multiple
radio bearers in wireless communications, comprising:

receiving a list of one or more radio bearers, bearer set up

requests, and non-access stratum (NAS) messages from
anetwork component, wherein each bearer has an asso-
ciated NAS message;

attempting to set up each bearer according to the bearer

request and forwarding the associated NAS messages to
a mobile device;

determining if a bearer is unable to be initialized; and

transmitting a failure message to the network component

when the bearer is unable to be initialized.

14. The method of claim 13, wherein the base station
forwards the associated NAS message when a bearer is ini-
tialized.

15. The method of claim 14, wherein the base station
transmits a bearer success message to the network component
for each bearer that is initialized.

16. An apparatus that is a base station for establishing
multiple radio bearers in wireless communications, compris-
ing:

means for receiving a list of one or more radio bearers,

bearer set up requests, and non-access stratum (NAS)
messages from a network component, wherein each
bearer has an associated NAS message;

means for attempting to set up each bearer according to the

bearer request and forwarding the associated NAS mes-
sages to a mobile device;
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means for determining if a bearer is unable to be initialized;

and

means for transmitting a failure message to the network

component when the bearer is unable to be initialized.

17. The apparatus of claim 16, wherein the base station
forwards the associated NAS message when a bearer is ini-
tialized.

18. The apparatus of claim 17, wherein the base station
transmits a bearer success message to the network component
for each bearer that is initialized.

19. A wireless communications apparatus that is a base
station for establishing multiple radio bearers in wireless
communications, comprising:

a memory; and

at least one processor coupled to the memory and config-

ured to:

receive a list of one or more radio bearers, bearer set up

requests, and non-access stratum (NAS) messages from
a network component, wherein each bearer has an asso-
ciated NAS message;

attempt to set up each bearer according to the bearer

request and forwarding the associated NAS messages to
a mobile device;

determine if a bearer is unable to be initialized; and

transmit a failure message to the network component when

the bearer is unable to be initialized.

20. The apparatus of claim 19, wherein the base station
forwards the associated NAS message when a bearer is ini-
tialized.
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21. The apparatus of claim 20, wherein the base station
transmits a bearer success message to the network component
for each bearer that is initialized.

22. A non-transitory computer-readable medium storing
computer executable code for wireless communication, com-
prising code for:

establishing multiple radio bearers in wireless communi-

cations;

receive a list of one or more radio bearers, bearer set up

requests, and non-access stratum (NAS) messages from
anetwork component, wherein each bearer has an asso-
ciated NAS message;

code for causing the at least one computer to attempt to set

up each bearer according to the bearer request and for-
warding the associated NAS messages to a mobile
device;
coder for causing the at least one computer to determine if
a bearer is unable to be initialized; and

code for causing the at least one computer to transmit a
failure message to the network component when a
bearer is unable to be initialized.

23. The non-transitory computer-readable medium of
claim 22, wherein the base station forwards the associated
NAS message when a bearer is initialized.

24. The non-transitory computer-readable medium of
claim 23, wherein the base station transmits a bearer success
message to the network component for each bearer that is
initialized.



